
Ground-engaging  
Telehandlers 

  
  
  

VERSATILITY:

The hydraulically operated attachment 
plate allows easy changing of new and 
existing skid steer attachments without 
leaving the operator’s station. :

PRODUCTIVITY:

Compact footprint and advanced steering 
capabilities for navigating small work areas 
with a tight turning radius and small 
machine footprint. 

ADDED FEATURES: 

The Load Management System (LMS) 
maximizes performance by automatically 
adjusting the position of the load to 
increase cycle times and minimize  
tipping situations. 

Multipurpose telehandlers increase productivity 

Our telehandlers offer the benefits of three machines in one. They include the digging capabilities of a wheel loader, the versatility of a  
skid steer loader and the telescopic lift height of a telehandler. They deliver the power and breakout force needed to dig, scoop, and  
lift material with ease, while maintaining a stable base. 



Versatile productivity 
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ENGINE UNIT

Max. operating power at operating speed hp 
rpm

68 
@ 2,800

74.3 
@ 2,600

Engine type Perkins 404F-E22TA Tier 4 Final 
4-cylinder water-cooled turbo diesel

Kohler 2504 KDI Tier 4 Final 
4-cylinder water-cooled turbo diesel

CAPACITY UNIT

Straight tipping load (bucket) lbs 3,197 3,417

Straight tipping load (forks) lbs 4,079 5,512

Fuel tank capacity gal 18.5 18.5

Hydraulic tank capacity gal 14.5 21.1

PERFORMANCE UNIT

Travel speed mph 0 – 18.6 0 – 18.6

Aux. hydraulic flow rate gpm 18.5 18.0

Pressure psi 3,263 3,266

DIMENSIONS UNIT

Overall length with bucket in 147.5 173.2

Overall width in 71.2 77.2

Overall height in 76.8 82.7

Hinge pin height (ext.) in 215.4 239.4

Loading height (ext.) in 199.1 220.5

Operating weight lbs 9,259 10,803

Standard tires 15.5/55-18 EM ET50 12.5-18 MPT-04

CYCLE TIME UNIT

Lifting cylinder (raise / lower) sec 6.2 / 4.2 6.6 / 4.3

Extension cylinder (extend / retract) sec 5.1 / 2.5 5.5 / 3.5

Tipping cylinder (roll-in / roll-out) sec 3.1 / 2.2 2.9 / 2.8
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